
Desmopan® is a registered trademark of Bayer Aktiengesellschaft, Farbenfabriken. Hypro® is a registered trademark of Pentair.
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Order Information
Model Number Max 

GPM
Max 
GPM

Max 
PSI

Max 
BAR

Max 
RPM

Control Unit  & 
Gearbox Engine Mfgr. &  HP

D503HRGI-65 14.3 54.1 290 20 3600 RM40 and 8000-0056 PowerPro 6.5 HP

D503HRGI-65E 14.3 54.1 290 20 3600 RM40 and 8000-0056 PowerPro 6.5 HP w/ electric start

D503HRGI 14.3 54.1 290 20 3600 RM40 and 8000-0056 Less engine

Gas Engine-Driven, Heavy-Duty Medium Pressure, 3 Diaphragm
Model: D503HRGI-65, D503HRGI

• Hypro  quality diaphragm pumps powered by field-proven 
PowerPro certified engines (EPA & CARB certified)

• Oil-bath design and premium quality synthetic diaphragms 
provides longer life and greater reliability

• Oil-bath design also allows pump to be run dry
• Self-priming operation
• Corrosive, abrasive and general use chemical compatibility
• Visual oil-level sight glass
• Supported with a one-year Hypro  warranty on both pump and 

PowerPro engine
• Diaphragms: 3, semi-hydraulic, Desmopan® standard, 

Buna available

Pressure
in PSI

and BAR

D503HRGI-65,65E
GPM
LPM

@550 RPM
0 PSI 14.3

0 BAR 54

145 PSI 14.1

10 BAR 53

290 PSI 13.8

20 BAR 52


